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Center Line 
in line with existing tree stump  

(to be removed)

2 
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Inside dashed line: 
Add clean fill over scarified soil 

to smooth transition to existing grade. 
Arrows show direction of drainage.

3 000 3 000

New sod

Tache bench, with back and arms, painted blue 
see E12 in the Specification and  
Detail 3, below, for gravel surround.

New sod - remove existing grass 
and soil, scarify base, according 
to specification.

Slope paths down from new pavement  
at 1:12 to meet existing grade

plan detail - New Entry 
1: 100

1

Existing gravel path, to be upgraded

1 800

150 mm wide cast-in-place concrete curb. 
Lay out in straight lines, equi-distant 

from posts, repeating the form of the fence.

existing trees

1 200

2 0
00
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1 000 x 4 800  
concrete sidewalk extension 

Barkman concrete pavers: 
Madrid, Antique Brown 

over 
0 025 sand 

over 
0 150 compacted gravel 

over 
filter cloth. 

 
Install without a pattern, in order of  

removal from the bundle.

150 mm wide cast in place concrete curb 
continuous around concrete pavers

cast in place concrete sidewalk

1 000 x 4 800  
concrete sidewalk extension 

plan detail - Central Sidewalk 
1: 100
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L -3

Sidewalk 
Details 

control joints @ 1 500, typical 

control joints, typical

existing gravel path

5

existing historical monument

existing grass

new planting bed, see Detail 3, L-2

1 
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1 300

4 Tache Backless Benches

0 025 diam x 5 000 rigid PVC conduit 
@ 0 600 depth 
SEE NOTE ABOVE.

1 0
00

NOTE: 
Conduit to be placed  0 600 mm below  the finished grade of the sidewalk.  
The ends of the conduit shall be capped and the pipe ends extending beyond  
the sidewalk carefully bent so that each end extends up to finished grade.  
Field bends must be made without collapsing the conduit wall or reducing  
the internal diameter of the conduit at the bend.  

sides of walk to follow existing grade, 
center to be crowned, 1 to 2%

Signage

Barkman concrete pavers: 
same as detail 4

150 mm wide cip curb

plan detail 
1: 50
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0 820
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property line

edge of public sidewalk
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plan detail - gravel surround & bench 
1:20
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gravel surround construction: 
similar to gravel path detail on L-2

new sod

existing gravel path

3 050

1 
15

0

front of bench in line with walk

0 100 depth concrete sidewalk 
0 150 depth compacted gravel 

seed or sod over 
100 mm topsoil over 
scarified existing soil. 
  
Add to the depth of topsoil  
as required to smooth  
transition from path to  
existing grade.

0 025 (1") chamfer outside edge,  
typical

section detail - concrete sidewalk 
1: 10
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