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PLATFORM LEVEL
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CONCRETE CORBEL

13mm FLEXCELL

CONCRETE PIPE BRIDGE
1000 WIDE x 600 DP. x 3000 LG.

R/W 3-25M TOP, 6-25M BOTTOM,
15M STIRRUPS @ 250 o/c

PROCESS PIPE,
REFER TO PROCESS

150 VOID

MIN. 1000 BEARING

VOID

1600

150 SAND BEDDING, REFER TO PROCESS

2 x  2-15M TIES

15M TIES

25M CONT.

5-25M STIRRUP

WALL REINFORCING NOT SHOWN FOR CLARITY.
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SOIL
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CONCRETE PIPE BRIDGE
1000 WIDE x 600 DP. x 3000 LG.
R/W 3-25M TOP, 6-25M BOTTOM,
15M STIRRUPS @ 250 o/c

CONCRETE CORBEL
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PROCESS PIPE,
REFER TO PROCESS

150 SAND BEDDING,
REFER TO PROCESS

150 VOID, TYP.
c/w PT 20mm PLYWOOD x 450LG
E.S. PROTECTON BOARDS,
FASTENED TO CONCRETE
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1.  PUMP COLUMN  DIAMETER (D) SHALL SUIT
     SELECTED PUMPS IN ACCORDANCE WITH
     SPECIFICATIONS.

2.  CONCRETE SHALL SUIT INLET BELL DIAMETER
     OF THE SELECTED PUMPS.
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D
/2

2D

0.75D

CONCRETE TO SUIT INLET
BELL DIAMETER (D) SEE
NOTE 2 (TYP).
EXTEND CONCRETE 2.4m
ABOVE WET WELL FLOOR

NOTES

10M @ 200 o/c E.W.

10M DOWELS @ 1200 o/c, E.W.
DRILL & EPOXY GROUT
w. HILIT HY-200
ADHESIVE, MIN. 90 EMBED

600

40

BLOCK OUT RECESS FOR
REINFORCING OF PUMP
COLUMN CONCRETE,
PREPARE SURFACE PRIOR
TO CASTING PUMP COLUMN CONCRETE
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INTERMEDIATE LEVEL
EL. 228.600 m

D

40
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WALL AND PIPE BRIDGE REINFORCING NOT SHOWN FOR CLARITY.
REFER TO DETAIL 1/BS-403 FOR DETAILS.
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PUMPING STATION

LOCATION OF UNDERGROUND STRUCTURES AS

THAT THE GIVEN LOCATIONS ARE EXACT.
THAT ALL EXISTING UTILITIES ARE SHOWN OR

BEFORE PROCEEDING WITH CONSTRUCTION.
OBTAINED FROM THE INDIVIDUAL UTILITIES
LOCATION OF ALL SERVICES MUST BE
CONFIRMATION OF EXISTENCE AND EXACT

AVAILABLE. BUT NO GUARANTEE IS GIVEN
SHOWN ARE BASED ON THE BEST INFORMATION

SUPV. U/G STRUCTURES DATE

UNDERGROUND STRUCTURES
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BS-403 REF: BS-301 SCALE:  1 : 20

1
TYPICAL 1050Ø PIPE BRIDGE
DETAIL

BS-403 REF: BS-403 SCALE:  1 : 20

2
TYPICAL PIPE BRIDGE CORBEL
DETAIL

BS-403 REF: BS-101 SCALE:  1 : 20

4
TYPICAL PUMP COLUMN
CONCRETE DETAIL

BS-403 REF: BS-302 SCALE:  1 : 20

3
TYPCIAL 1200Ø PIPE BRIDGE
DETAIL
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