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U239-2016-C2-CU-

C2-CU-

WAVERLEY STREET UNDERPASS AT CN MILE 3.89 RIVERS SUB

CONTRACT 2: UNDERPASS STRUCTURE, RAILWORKS,

ROADWORKS, LAND DRAINAGE SEWER, PUMPING STATION

AND LANDSCAPING WORKS

               WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE

USED FOR EXCAVATION ON THIS PROJECT THE

CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED

LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS

COMPANY INSTALLATIONS SEE PROVINCIAL

REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO

CONSTRUCTION.

BID OPPORTUNITY NO. 473-2016

TAYLOR AVENUE - PLAN/PROFILE

LDS

STA 1+810 to STA 2+180
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0 ISSUED FOR TENDER 17/01/09 WJd

Certificate of Authorization

AECOM Canada Ltd.

No. 4671       Date:_____________

WATERMAIN VERTICAL RE-ALIGNMENT

SEE DETAIL DWG No. C2-CU-034

RELOCATE HYDRANT ASSEMBLY 1.0 NORTH OF WM VERTICAL

RE-ALIGNMENT

MAINTAIN OFFSET OF HYDRANT FROM B.O.C.

ABANDON EX SEGMENT OF

SEWER PIPE WITH CEMENT

STABILIZED FLOWABLE FILL

REMOVE EX CB & ABANDON

EX SEWER PIPE WITH CEMENT

STABILIZED FLOWABLE FILL

REMOVE EX CB's & ABANDON

EX SEWER PIPES WITH CEMENT

STABILIZED FLOWABLE FILL

REMOVE EX CB's & ABANDON

EX SEWER PIPES WITH CEMENT

STABILIZED FLOWABLE FILL

REMOVE EX CB's & ABANDON

EX SEWER PIPES WITH CEMENT

STABILIZED FLOWABLE FILL

ADJUST & RELOCATE EX HYDRANT

ASSEMBLY & PLUG EX DRAIN

ADJUST & RELOCATE EX HYDRANT

ASSEMBLY & PLUG EX DRAIN

ADJUST & RELOCATE EX HYDRANT

ASSEMBLY & PLUG EX DRAIN

ADJUST & RELOCATE EX HYDRANT

ASSEMBLY & PLUG EX DRAIN

CONNECT EX LDS SEWER

SERVICE TO NEW 525 LDS

INSTALL 75 THICK RIGID POLYSTYRENE INSULATION

OVER EX WATER MAIN BETWEEN STA 2+048.00 &

STA 2+119.40

REMOVE EX CB & ABANDON

EX SEWER PIPE WITH CEMENT

STABILIZED FLOWABLE FILL
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