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CONCRETE EDGE BELOW

SECTION A 
SCALE: 1:15 

25 x 51mm STEEL TUBE  
SEE PLAN FOR SPACING.

38 x 140mm CEDAR WOOD  
5mm GAPS, SAND FOR SMOOTH SURFACE  

WITH NO SLIVERS OR IMPERFECTIONS
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COMPACTED 
GRANULAR BASE

FASTEN STEEL TUBES TO CONCRETE BASE  
WITH SELF TAPPING GALVANIZED ANCHORS TO SUIT

10M U-TIES @ 400mm O.C.

FORM WITH RIGID INSULATION
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CIP CONCRETE  BENCH  REINFORCE W/  
3 - 10M HORIZONTAL CONT. TOP AND BOTTOM

SHRUB BED

CONCRETE SIDEWALK - REFER TO CIVIL
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STEEL FRAME

LINE UP AND EVENLY SPACE SCREWS 
WHEN ATTACHING WOOD 
TO STEEL TUBES
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ARC ANGLE: 116° 52' 28"   
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STEEL FRAME

LINE UP AND EVENLY SPACE SCREWS 
WHEN ATTACHING WOOD 
TO STEEL TUBES

END OF WOOD TOPPER LOCATED AT 
CENTRE OF CONCRETE BENCH RADIUS 

WOOD TO BE FLUSH WITH CONCRETE  
REFER TO ELEVATION
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WOOD TO BE FLUSH WITH CONCRETE 


