
1. This drawing shall not be used for construction unless signed 
and sealed by Landscape Architect.

2. Variations and modifications to the work shown will not be 
allowed without prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are the 
property of the Landscape Architect.  The copyright is 
reserved in the name of the Landscape Architect. No 
reproduction may be made without the prior written consent 
of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to 
reproduce these drawings for the purposes of bidding.  Such 
reproductions are not to be used for construction.
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Assiniboine West CC Wading Pool Upgrade [20-488].vwx

Assiniboia West CC Wading Pool

For Bid OpportunityE 2021-02-01

General Notes
1.

2.

3.

4.

5.

6.

7.

8.

9.

All work to conform to Canadian Landscape 
Standard (Current Edition)
All existing trees, Buildings, sidewalks, curbs, 
catch basins, culverts, survey markers, to 
remain are to be protected during 
construction.  Any damage to them is to be 
made good by the Contractor. Maintain 
positive drainage into all catch basins and curb 
inlets.
All work is to be warrantied for a period of not 
less than 1 year.
Contractor is to limit operations to the area 
within the area of work shown on the drawing.  
Should areas outside of this limit be damaged 
during the course of construction, Contractor 
is to make good the damage at his own 
expense
Contractor is to obtain location of all utilities 
prior to construction. If using power 
equipment to excavate contractor must notify 
Hydro and Gas and telephone utilities and take 
steps to avoid damaging their installations.
All dimensions are in meters unless otherwise 
noted
Contractor to confirm all dimensions and 
report any discrepancies to Contract 
Administrator prior to construction.
Layout is to be approved by Contract 
Administrator prior to any construction or 
demolition/removals.
All material depths in details are shown after 
compaction.
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New Entry Baffle 
to CW SCD-633 
c.w. fence 
extension

New Asphalt to CW SCD-648 plus 
CCT Dust

New 1.8 m ht. Chain link Fence

New 1.8 m ht. Chain link Fence

CoolToppers single pole shade 12 x
12  Fabric yellow Post Yellow

New Accessible Picnic Tables
(Anchor to asphalt with SS cable

and duckbill anchor)

Replace Existing Drain with a 
new Larger drain and supply a 
second interconnected 
balanced drain 1.5 m away 
from original drain location

New Concrete Pool Deck

New Pool Filler (air gap)

Two New Spray Toys (Different 
type- one small dump, one spray)  
located to the east end of the 
pool.  Install as per manufacturers 
instruction.  Ensure no trip hazards 
at base.

New Composite Tache 
Bench  embedded mount - 
3 total

New Deck Drains c.w. pool jets and drains (7 
total 6 with jets)

New Metal Slate 
Waste Receptical

New accessible entry (max slope 1:12)  
Finished surface to be flush with surrounding 
deck.  Finish to be Aqua-Flex colour Tan

1.4m
2.2m

New Sod and Topsoil
Bike Rack

15
.2

m

CoolToppers Single pole Shade 12 x
12   Fabric Blue, Post Blue

New 1.8 m ht. Chain link Fence

Relocate Existing Picnic Table
(Anchor to asphalt with SS cable

and duckbill anchor).

New locable chain link gates.  Gate
posts are to be finished in black.

The rest of the fence is to be
galvanized.

2.52m

1.2
5m

Existing pool Basin.  Finish with 
new Flecks surfacing Colour Light 
Blue

CoolToppers single pole
shade 12 x 12  Fabric Cedar

Post Tan

https://www.playlsi.com/globalassets/530-in-column/color-material-popups/proshieldcolors_530-2020.jpg
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CoolTopper Colours

New Sod and Topsoil

New Sod and Topsoil
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3.27m

New Valve Enclosure
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Stainless steel handrail (316 or better)  75 mm ø for 
accessable entry c.w. top and lower handrail as per City 
of Winnipeg Accessible Design standards section 1.1.7

Warning strip on edge of new pool 
deck to be 150mm wide Flecks 
surface - Colour Dark Blue

Warning strip on edge of new accessible entry to be
150mm wide Aquaflex surface - Colour Dark Blue

Skate Stops installed 
90 cm o,c, along 
deck inside edge

Skate Stops Typ.
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