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Ex. Sod Ex. Sod

COMPACTED SUB GRADE

MIN. 1.0% - MAX. 2%

75 mm (3") TYPE 1A ASPHALT

50 mm (2")  CRUSHED LIMESTONE BASE 
COURSE, 20 mm (3/4") DOWN

150 mm (6") CRUSHED LIMESTONE 
SUB-BASE, 50 mm (2") DOWN

COMBINATION GEO-GRID/GEOTEXTILE 
(NAUE COMBIGRID 30/30; TITAN SWAMP 
GRID 30 OR APPROVED ALTERNATIVE)

TURF REPAIRS
(AS SPECIFIED)

ASPHALT PATHWAY WITH GEO-GRID/GEOTEXTILE
Scale: 1:153

TIMBER EDGE PLANTER SECTION
Scale: 1:201

140 X 140mm (6"x6") PT 
TIMBER 2 & 3 TIERS HIGH

12mm dia. X 250mm SPIKE @ 
MAX. 1200mm O.C. AND AT 
ALL JOINTS

19mm DIA. X 500mm REBAR 
@ MAX. 1200mm O.C. AND 
AT ALL JOINTS.

75mm DEPTH X 300mm WIDE 19mm DOWN 
CRUSHED GRANULAR BASE ON 
NON-WOVEN GEOTEXTILE. WRAP 
GEOTEXTILE ALONG INSIDE OF TIMBER 
EDGING AND SECURE WITH STAPLES OR 
STRUCTURAL SCREWS.

ASPHALT PATHWAY AS PER 
DETAIL 2/W.7-E7

EXISTING SUBGRADE

EXCAVATE PLANTER TO ALLOW FOR 
9cm OF COMPACTED PLANTING 
MEDIUM AND 100mm WOOD MULCH. 
APPROX. 1250mm DEPTH

IN-PLANTER DRAINAGE TIED INTO EXISTING 
CATCH BASIN, AS PER SCD-659

TIMBER EDGE PLANTER PLAN
Scale: 1:302
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