
COVER 70 km/h SIGN

50 MAXIMUM

ONCE CONTRACTOR HAS CONSTRUCTED NEW 100 LIP CURB, CONTRACTOR IS
TO EITHER BUILD A RAMP OVER NEW CURB FOR VEHICLE ACCESS FOR THE
VARIOUS RESIDENTS OR  ALTERNATIVELY THE CONTRACTOR CAN PREPARE A
SAFE TRAVEL LANE COMPLETE WITH POLYPOSTS DOWN THE SHOULDER FOR
RESIDENTS TO ACCESS PEMBINA HIGHWAY VIA THE MEDIAN OPENING
IMMEDIATELY SOUTH OF THE BRIDGES OF ST. NORBERT

CONTRACTOR TO GIVE ADVANCE
NOTICE TO THE RESIDENTS WHEN
THEY ARE PLANNING TO WORK ON
THEIR APPROACH (TYP)

THE CITY OF WINNIPEG
2025 REGIONAL STREET RENEWALS

SOUTHBOUND PEMBINA HIGHWAY RECONSTRUCTION AND RESURFACING
LA SALLE RIVER TO PERREAULT AVENUE

TRAFFIC SIGNAGE & STAGING
ISSUED FOR TENDER

VERSION 1.0

 STAGE 2 (4 OF 5)
FIGURE 9
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PEMBINA HIGHWAY

CN RAIL

PEMBINA HIGHWAY
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