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2.0% MIN, CB TIE-IN INV 235.730

INSTALL 2.0m OF 250Ø PVC @
2.0% MIN

INSTALL 2.0m OF 250Ø PVC @
2.0% MIN

DIP CURB

NOTE 1

REFER TO DRAWING CT-28
FOR RAQUETTE STREET
PLAN / PROFILE

S-CL20004570-EPR
AT 0.0-1.8m FROM
S-CB20004201

S-CB20004201

NOTE 17

236.00

236.50

237.00

237.50

238.00

0+
42

0

236.00

236.50

237.00

237.50

238.00

0+
08

0

0+398.000
EL=237.020L

0+407.000
EL=236.910L

0+362.500
EL=236.845L

0+322.000
EL=236.645L

0+413.000
EL=236.950L

0+398.000
EL=237.060R

0+312.500
EL=236.700R

0+322.000
EL=236.615R

0+327.500
EL=236.700R

0+337.500
EL=236.750R

0+362.500
EL=236.845R

0+407.000
EL=237.020R 0+413.000

EL=236.970R

0.61%R

-0.89%R 1.55%R
0.50%R

0.38%R

-0.44%R

-0.83%R

0+398.000
EL=237.100

0+312.500
EL=236.775 0+322.000

EL=236.720
0+326.500
EL=236.770

0+362.500
EL=236.920

0+407.000
EL=237.060

0+413.073
EL=236.980

0.51%

-0.58% 1.11%

0.42%

-0.44%
-1.32%

0.49%L

-1.22%L

0.49%L

0.67%L

236.00

0+
35

0

0+
40

0

0+
42

0

N

20.11

7.61 6.136.37

ENGINEER'S SEAL

CONSTRUCTION BY:

ELEV.
B.M.

RELEASED FOR

LOCATION APPROVED
UNDERGROUND STRUCTURES

SUPV. U/G STRUCTURES                        DATE
COMMITTEE

NOTE:
LOCATION OF UNDERGROUND STRUCTURES AS
SHOWN ARE BASED ON THE BEST INFORMATION
AVAILABLE. BUT NO GUARANTEE IS GIVEN
THAT ALL EXISTING UTILITIES ARE SHOWN OR
THAT THE GIVEN LOCATIONS ARE EXACT.
CONFIRMATION OF EXISTENCE AND EXACT
LOCATION OF ALL SERVICES MUST BE
OBTAINED FROM THE INDIVIDUAL UTILITIES
BEFORE PROCEEDING WITH CONSTRUCTION.NO. REVISIONS DATE BY

DRAWN
BY

HOR. SCALE:
VERTICAL:

DATE

DESIGNED
BY BY

CHECKED

BY
APPROVED

CONSULTANT DRAWING NO.

SHEET                 OF

CITY DRAWING NUMBER
S/E PROPERTY LINE
N/W PROPERTY LINE

LEGEND - PROFILEEXISTING EXISTING EXISTINGPROPOSED PROPOSED PROPOSEDLEGEND - PLAN LEGEND - PLAN

WATERMAIN
HYDRANT

VALVE
LAND DRAINAGE SEWER
WASTEWATER SEWER

MANHOLE
CATCH BASIN

CATCH PIT

GAS

HYDRO
M.T.S.

CONCRETE
ASPHALT

SURVEY BAR
PROPERTY LINE

300mm L.D.S.

250mm W.W.S.

300mm L.D.S.

250mm W.W.S.

ELEVATION
TREE

SIDEWALK RAMP
CONCRETE SIDEWALK

FENCE

150 mm W.M. 150 mm W.M. C PROFILE

S/E GUTTER
N/W GUTTER T H E  C I T Y  O F  W I N N I P E G 

ENGINEERING DIVISION
PUBLIC  WORKS  DEPARTMENTWinnipeg

TRAFFIC SIGNAL POLE
STREET LIGHT

01/31/2025 STATION 0+310 TO RAQUETTE STREET
PAVEMENT REHABILITATION

HAULTAIN CRESCENT - RAQUETTE STREET TO RAQUETTE STREET

BC

RAM

RC

1:250
1:10

CT-25

25            33RENEWAL PROGRAM
2025 LOCAL STREET

ISSUED FOR REVIEWA BC01/31/2025

RC

MATCHLINE STATION 0+310

0+
31

0
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AECOM Canada ULC

No. 4671       Date:_____________
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REFERENCE NOTES:

A. PAVEMENT DIMENSIONS ARE TO BACK OF CURB
B. PROPERTY LINES OBTAINED FROM CITY OF WINNIPEG L.B.I.S., AND NO SCALE FACTOR WAS APPLIED
C. REFER TO AECOM FIELD BOOK NO. 5181

CONSTRUCTION NOTES:

1. PLACE NEW ASPHALT PAVEMENT OVERLAY (80mm AVERAGE THICKNESS, TYPE MS1)
2. REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 150mm REINFORCED CONCRETE PAVEMENT

c/w ASPHALT PAVEMENT OVERLAY TYPE MS1
3. RENEW EXISTING 100mm CONCRETE SIDEWALK
4. RENEW EXISTING 100mm PRIVATE CONCRETE SIDEWALK
5. RENEW EXISTING CURB RAMP (10-12mm HT. MONOLITHIC)
6. PLANE EXISTING 100mm MOUNTABLE CURB
7. CONSTRUCT NEW CONCRETE MODIFIED LIP CURB (75mm HT. SEPARATE)
8. INSTALL NEW CONCRETE MODIFIED LIP CURB (75mm HT. DOWELLED, SD-202C)
9. CONSTRUCT NEW CONCRETE  LIP CURB (40mm HT. INTEGRAL)
10. REMOVE EXISTING CATCH BASIN / CATCH PIT / CURB INLET AND ABANDON LEAD
11. INSTALL NEW MOUNTABLE CURB FRAME AND COVER  INLET c/w CATCH PIT (SD-023) AND CONNECT

NEW 250mm LEAD TO EXISTING CATCH BASIN
12. INSTALL NEW BARRIER CURB FRAME AND COVER INLET c/w 1200 CATCH BASIN (SD-024) AND

CONNECT NEW 250mm LEAD TO EXISTING LEAD
13. ADJUST MANHOLE / CATCH BASIN / CATCH PIT TO GRADE
14. ADJUST EXISTING PAVING STONES / PATIO BLOCKS TO GRADE
15. CONSTRUCT NEW CONCRETE CURB RAMP (10-12mm HT. INTEGRAL)
16. INSTALL NEW MOUNTABLE CURB FRAME AND COVER INLET c/w CATCH PIT (SD-023) AND CONNECT

NEW 250mm LEAD TO EXISTING LEAD
17. ADJUST EXISTING WATER VALVE TO GRADE
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