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CHAIN LINK FENCING 
WITH P.T. POSTS
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INSTALL POSTS MIN. 915mm 
BELOW GRADE IN 300mm dia. 
HOLE BACKFILLED 19mm (3/4") 
CRUSHED LIMESTONE DOWN

POST CAPS CHAMFER 
30  ON 4 SIDES

CAP 38mm X 140mm (2"X6")

RAIL 38mm X 149mm (2"X6") EACH SIDE

GALVANIZED (or as Specified) CHAIN 
LINK MESH 50mm

POST 149mm X 149mm (6"X6")

BOARD OVER POSTS
25mm X 149mm (1"X6")

RAIL 38mm X 149mm (2"X6") EACH SIDE

9.5mm x 114mm (3/8" x 4.5") 
GALVANIZED LAG BOLT and 
WASHER - predrilled

1.8m O.C.

(MAX. 2.4m O.C.)

CAP SCREWED DOWN w/ ACQ RATED #6 PHILLIPS SCREW x 
64mm (2 1/2") LENGTH to BOTH RAILS SPACED at 500mm o.c. 
CENTERED OVER RAILS

BLUNTED EDGE - 38mm (1.5") 
SQUARE SANDED SMOOTH

STREET SIDE PARK SIDE

SECTION

0.3m

FINISHED GRADE

ACQ RATED #6 PHILLIPS 
SCREW x 89mm (3 1/2") LENGTH;
TWO ROWS

NOTES:
1.  All wood to be pressure treated
2.  All ends and cuts shall be treated with preservative
3.  All hardware to be ACQ approved
4.  Holes in 38mm x 149mm (2"x6") boards for lag bolts are to 
     be pre-drilled at 11mm (7/16”) diameter.
5.  25mm x 149mm (1"x6") board is to be fastened flush only 
     against chainlink, so as not to cause bowing, cupping or 
     other distortion. Double row of nails required otherwise wood   

will cup. 
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ACQ RATED #8 PHILLIPS SCREW x 89mm (3 1/2") 
LENGTH; TWO ROWS SPACED at 500mm o.c.
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